
8 600DL LS

VOLUME
1              6 1              6 1 2  3 4 5  6 7 8 9 101112

1   2   3   4   5   6   7   8   9  10 11 12

IN USE   PLAY   RECORD

POWER

12VDC  1A

DIGITAL FEEDBACK ELIMINATOR

DFT120 , UTI312, and  BOMDMU

To each amplifier 

CH3POWER ANALOG
STATION

DRY
LOOP

LOOP
START

1             6

CH2 ANALOG
STATION

DRY
LOOP

1             6

LOOP
START CH1 ANALOG

STATION

DRY
LOOP

1             6

LOOP
START

ANALOG
STATION

DRY
LOOP

LOOP
STARTPRI ANALOG

STATION

DRY
LOOP

LOOP
START

MSG

1             6 1             6

BGM

1             6

AUDIO OUTOUT
8 600

AUX INTERFACE

BOGEN
MDMU/STACKER

+

12VDC 1A

G

B K

R

Y BL
W

G

BK

R

YB
L

W

( Configuration Dip Switches on front of MDMU set to UP (OFF) position)

Ground Closure Input

Message Play 1 thru 10 Closure Input

Alarm or Push Buttons

OVERRIDE
TRUNK/

PAGE PORT
STATION

PORT
NIGHT
RING

N
.C

.
N

.C
.

N
.C

.

ZX3

T

T

T R

R

R

C
C

C

N
.O

.
N

.O
.

N
.O

.

N
.C

.
N

.C
.

N
.C

.

ZX3

T

T

T R

R

R

C
C

C

N
.O

.
N

.O
.

N
.O

.

GS LS

VOX CONT

TRUNK

STATION

PAGE
PORT

MUSIC INPUTS

LEVEL L R
A

LEVEL L R
B

For general reference only. For Technical Support, call 1-800-999-2809.
©2012 Bogen Communications, Inc.


